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STS engages on a broad spectrum of test solutions. We enable high-speed, high pin-count program development and engineering evaluation; 
facilitate pre-production, offer versatile migration paths that allow for unparalleled lower cost-of-test as the product reaches maturity. 

The addition of the multiple Diamond-10 systems is a major step forward in accelerating our reach towards the convergence market with 
value-added test solutions and price performance. This initiative is especially advantageous for OSAT companies that are looking for a 
very well-established, extremely cost competitive and highly integrated test solution for Mixed Signal and Digital testing

The system is configured for utmost flexibility in terms of performing multi-site testing. It allows for higher degree of parallel testing, 
thus ensuring greater efficiency and lower cost of production testing

THE CREDENCE DIAMOND-10 SYSTEMSTHE CREDENCE DIAMOND-10 SYSTEMS

Tester Platform      Digital I/O’s    Notes

Diamond-10          288           Mixed Signal

Diamond-10          768           Digital

ASL 1000           24           Mixed Signal

Octet           896           Digital         

VALSTAR 2000         1024           Mixed Signal

VALSTAR 2000          768           Digital

QUARTET          448           Mixed Signal

QUARTET          512           Digital

SC312                   304

SC212                   256

Fusion CX                   48           Mixed Signal/RF

STS Existing Credence Systems Portfolio

Complete Engineering Facilitization

A team of Apps Engineers from Credence Systems will be resident at STS 
for Software Development, Equipment Maintenance and Support

Additional Test Program Development and Product Engineering resources 
have been steadily increased due to continuous expansion of our tester 
portfolio. STS has dedicated full time engineering for all Diamond-10 projects

Additional Test Hardware Engineering resources have been added, both 
onshore and offshore, for accurate on-time delivery

D-10 Digital
•    768 Channels 

      @ 200Mbps
•    32 Mv
•    1 DPS16

STS Configuration of Credence 
Diamond-10 Systems
D-10 Mixed Signal

•    288 Channels 
      @ 200Mbps  

•    32 Mv
•    Multiwave
•    4 Channels AWG
•    4 Channels Digital
•    1 DPS16


